SENCO

Fastening Solutions™

Specifications:

Iltem#: 2CO001N

Tool Weight: 2.35 Ibs (1.1 kg)
Height: 6 3/4™ (171 mm)
Length: 8 7/8™ (225 mm)
Lip Length: 5/8" (16 mm)
Pin Capacity: 110
Range: 1/2" — 1"

Gauge: 23

Reg. Operating Pressure:
70-95 psi (4.8-6.5 bar)
Trigger Activated

Hose Fitting: 1/4" NPT

This lightweight Micro Pinner is the perfect tool for all
of your intricate finish and trim remodeling projects. Fastener Specifications:
The micro pins fasten the smallest of decorative trim
securely and leave a nearly invisible hole—no splitting FinishProl10 drives: 23 gauge, headless pins from
or puttying. The FinishPro 10 drives 172" — 1", " — 1" in length.

23 gauge micro pins.
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Applications: 23Ga. | | |

Cabinet doors, small trim, glazing bead, carvings and
ornamentals, picture frames, birdhouses, beehive
assembly

FinishPro° 10 Features and Benefits:

» Easy fastener length adjustment — Quickly adjusts
to desired fastener length

» Hardened alloy steel driver — For durability

* Rear exhaust — Directs oil and dust away from work
surface

* Smooth metal cap & magazine — For durability and
protectionof work materials

e Soft grip — For comfort and control

» Extra power — For use with hard wood

* Low load alert — Visible fastener load with reload
indicator

e Heavy-duty body

* One year warranty

Includes case, fittings, repair tools and tool oil
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SENCO

Fastening Solutions™

FinishPro 10 Micro Pinner

Smooth metal cap _ Rear exhaust
Comfort Grip to protect

work surface

Heavy-duty body.
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Rubber bumper to

Low load indicator protect work surface

Fastener length adjustment ~ Metal magazine
guide with multiple settings  for added durability

For additional information on how Senco Power Fastening Systems will save you time, reduce costs and increase quality, call our toll-free
Action Line: 1-800-543-4596 or visit our website @ www.senco.com to locate the dealer nearest you.
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